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49 CFR Ch. III (10–1–01 Edition)§ 393.19

(49 U.S.C. 304, 1655; 49 CFR 1.48(b) and 301.60)

[40 FR 36126, Aug. 19, 1975, as amended at 47 FR 47837, Oct. 28, 1982]

§ 393.19 Requirements for turn sig-
naling systems.

(a) Every bus, truck, or truck tractor
shall be equipped with a signaling sys-
tem that in addition to signaling turn-
ing movements shall have a switch or
combination of switches that will
cause the two front turn signals and
the two rear turn signals to flash si-
multaneously as a vehicular traffic
hazard warning as required by § 392.22
with the ignition on or off.

(b) Every semitrailer and full trailer
shall be equipped so as to have the two
rear turn signals to flash simulta-
neously with the two front turn signals
of the towing vehicle as a vehicular
traffic hazard warning as required by
§ 392.22(a).

[53 FR 49397, Dec. 7, 1988]

§ 393.20 Clearance lamps to indicate
extreme width and height.

Clearance lamps shall be mounted so
as to indicate the extreme width of the
motor vehicle (not including mirrors)
and as near the top thereof as prac-
ticable: Provided, That when rear iden-
tification lamps are mounted at the ex-
treme height of the vehicle, rear clear-
ance lamps may be mounted at op-
tional height: And provided further,
That when mounting of front clearance
lamps at the highest point of a trailer
results in such lamps failing to mark
the extreme width of the trailer, such
lamps may be mounted at optional
height but must indicate the extreme
width of the trailer. Clearance lamps
on truck tractors shall be so located as
to indicate the extreme width of the
truck tractor cab.
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Federal Motor Carrier Safety Administration, DOT § 393.22

Diagram to illustrate § 393.20 for mounting of
front clearance lamps on truck tractors
with sleeper cabs.)

[33 FR 19735, Dec. 25, 1968, as amended at 34
FR 6851, Apr. 24, 1969]

§ 393.22 Combination of lighting de-
vices and reflectors.

(a) Permitted combinations. Except as
provided in paragraph (b) of this sec-
tion, two or more lighting devices and
reflectors (whether or not required by
the rules in this part) may be combined
optically if—

(1) Each required lighting device and
reflector conforms to the applicable
rules in this part; and

(2) Neither the mounting nor the use
of a nonrequired lighting device or re-
flector impairs the effectiveness of a
required lighting device or reflector or
causes that device or reflector to be in-
consistent with the applicable rules in
this part.

(b) Prohibited combinations. (1) A turn
signal lamp must not be combined opti-
cally with either a head lamp or other
lighting device or combination of light-
ing devices that produces a greater in-
tensity of light than the turn signal
lamp.

(2) A turn signal lamp must not be
combined optically with a stop lamp
unless the stop lamp function is always
deactivated when the turn signal func-
tion is activated.
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